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PLACID NOISE ALARM PNA - 01

PLC/PNA01/23/UAV2

PRECISION NOISE CONTROL

Noise level is 
too high

Early Warning

Complying with
regulations

SPECIFICATION

dB Range 45dB to 120dB 

Mic Type MEMS Microphone Omni Directional

Mic Connector BNC

OUTPUT SPECIFICATION

Relay Max Power
1A 125VAC

2A 30VDC

INTERFACE TYPE

Serial 
Communication 
(UART Supports

Interface with Software

Interface with Calibrator is optional

DATASHEET PNA - 01

INDUSTRY CONCERT HOSPITALS
EXHIBITION & 
EVENTS

SUITABLE FOR

NOISE INDICATOR PREVENTS 
HEARING LOSS



DATASHEET PNA - 01

PLC/WNMT02/22/UAV2
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20 cm (W)15 cm (D)

NoiseAlarm Professional 
(including the cabinet and light)

Noise Alarm Basic
(only module and microphone)

½” Omni directional 
MEMS Microphone

3 Ch. Output 
channels for alarm 
level

USB interface

BNC connector

5 cm (H)
300mm BNC cable fixed 

DIMENSION 20 cm (L) x 6.3 cm (W) x 3.5 cm (H)

WEIGHT 240 gram

MICROPHONE 1/2" diameter and 5cm. length.

DIMENSION 20 cm (W) x 57 cm (H) x 15 cm (D)

WEIGHT 3.9 kg



Placid Instruments BV

Newtonlaan 115, Office No. 2.21

3584 BH UTRECHT

THE NETHERLANDS

Phone landline : +31 302106021  

Email : info@placidinstruments.com 

www.placidinstruments.com

Michael Noach

EUROPE

Mobile | WhatsApp

+31 622813335

E-mail  

michael@placidinstruments.com

CONTACT INFO:

Devon Dutz

WORLDWIDE (EXCEPTEUROPE)

Mobile | WhatsApp

+31 6 13915102

E-mail  

devon@placidinstruments.com
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